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§ 160.052–8 Marking.

(a) Each buoyant vest must have the
following information clearly marked
in waterproof lettering that can be
read at a distance of 2 feet:

Type II—Personal flotation device.
Inspected and tested in accordance with U.S.

Coast Guard regulations.
(Name of buoyant material) provides a mini-

mum buoyant force of (151⁄2 lb., 11 lb., or 7
lb.).

Dry out thoroughly when wet.
Approved for use on all recreational boats

and on uninspected commercial vessels less
than 40 feet in length not carrying pas-
sengers for hire by persons weighing (over
90 lb., 50 to 90 lb., or less than 50 lb.).

U.S. Coast Guard Approval No. 160.050/(as-
signed manufacturer’s No.)/(Revision No.);
(Model No.).

(Name and address of manufacturer or dis-
tributor).

(Lot No.)

(b) Waterproof marking. Marking for
buoyant vests shall be sufficiently wa-
terproof so that after 72 hours submer-
gence in water it will withstand vigor-
ous rubbing by hand while wet without
the printed matter becoming illegible.

[CGD 72–163R, 38 FR 8120, Mar. 28, 1973, as
amended by CGD 75–008, 43 FR 9771, Mar. 9,
1978]

§ 160.052–9 Recognized laboratory.

(a) A manufacturer seeking Coast
Guard approval of a product under this
subpart shall follow the approval pro-
cedures of subpart 159.005 of this chap-
ter, and shall apply for approval di-
rectly to a recognized independent lab-
oratory. The following laboratories are
recognized under § 159.010–7 of this part,
to perform testing and approval func-
tions under this subpart:

Underwriters Laboratories, 12 Laboratory
Drive, P.O. Box 13995, Research Triangle
Park, NC 27709–3995, (919) 549–1400.

(b) Production oversight must be per-
formed by the same laboratory that
performs the approval tests unless, as
determined by the Commandant, the
employees of the laboratory perform-
ing production oversight receive train-
ing and support equal to that of the
laboratory that performed the approval
testing.

[CGD 93–055, 61 FR 13930, Mar. 28, 1996]

Subpart 160.053—Work Vests,
Unicellular Plastic Foam

SOURCE: CGFR 59–22, 24 FR 4961, June 18,
1959, unless otherwise noted.

§ 160.053–1 Applicable specifications.
(a) Specification. The following speci-

fication of the issue in effect on the
date unicellular plastic foam work
vests are manufactured, form a part of
this subpart:

(1) Military specification: MIL–L–
17653A—Life Preserver, Vest, Work
Type, Unicellular Plastic.

(2) [Reserved]
(b) Copies on file. Copies of the speci-

fication referred to in this section, as
well as the various specifications form-
ing a part thereof, shall be kept on file
by the manufacturer, together with the
certificate of approval. They shall be
kept for a period consisting of the du-
ration of approval and 6 months after
termination of approval. Federal speci-
fications may be purchased from the
Business Service Center, General Serv-
ices Administration, Washington, DC
20407. Military specifications may be
obtained from the Commanding Offi-
cer, Naval Supply Depot, 5801 Tabor
Avenue, Philadelphia, Pa. 19120.

[CGFR 59–22, 24 FR 4961, June 18, 1959, as
amended by CGFR 65–16, 30 FR 10899 Aug. 21,
1965; CGD 72–163, 38 FR 8120, Mar. 28, 1973;
CGD 78–012, 43 FR 27154, June 22, 1978; CGD
95–028, 62 FR 51215, Sept. 30, 1997]

§ 160.053–2 Type.
(a) Unicellular plastic foam work

vests specified by this subpart shall be
of the type described in Military Speci-
fication MIL–L–17653A, but alternate
designs equivalent in materials, con-
struction, performance, and workman-
ship will be given consideration.

(b) [Reserved]

§ 160.053–3 Materials, construction and
workmanship.

(a) General. Except as otherwise spe-
cifically provided by this subpart and
subparts 164.019 and 164.023 of this chap-
ter, the materials, construction, and
workmanship of unicellular plastic
foam work vests specified by this sub-
part shall conform to the requirements
of Military Specification MIL–L–
17653A.
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